The BL3100 ECP series combines our specially designed
lockcase with our proven marine grade keypads,
providing the ideal solution for metal box section gates.
With the new MG PRO 2 external finish, they are now
even harder wearing against salt water and UV.

Each lock is supplied with a fully adjustable latchbolt, designed

to suit box section metal gates between 30-60mm as standard.
An extension bolt is available to suit profiles up to 120mm.

Our new patented ECP coding chamber allows quick and secure
easy recoding without the need to remove the unit from the gate.

FEATURES

@8 (O gate code change
1000 hours salt spray tested
Anti-climb design

Designed for
metal box section gates

Over 4000+ combinations

Reversible on site

Optional code change
disabling plug
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Series Options

Single sided keypads (BL3100 ECP /BL3100 DKO ECP)
Single sided keypad with internal paddle handles and

optional holdback functionality.

Back to back keypads (BL3130 ECP /BL3130 DKO ECP)
Back to back keypads requiring codes on both entry and exit.
Both sides work on a separate coding chamber.

Deadbolt key Override (DKO models)
Standard 60mm euro cylinder built into the locking mechanism,

providing key override as well as the ability to deadbolt the latch
as required. Accessible from both sides.

XL Latchbolt (S311b)
This is an optional part to retrofit onto existing setups. This is for
gates with a thicker profile or a larger distance to cover, allowing
it to suit up to 120mm profiles.

BL3100 ECP BL3130 ECP 7 ~ BL3130 DKO ECP

Metal gate lock with knob Metal gate lock with back Metal gate lock with knob Metal gate lock with back to
turn ECP keypad, 65-80mm to back knob turn ECP turn ECP keypad, 65-80mm back knob turn ECP keypads,
latchbolt & inside keypads & 65-80mm latchbolt, inside holdback 65-80mm latchbolt & key
holdback paddle handle latchbolt paddle handle & key override override

Technical Information

Cast housing and handle with s/steel buttons

Buttons: 14 buttons; 12 coded, 1 clear & 1 code change

m Black marine external grade coating (MG Pro 2)

Fixings: Forend fixing system, M8 sleeved fixing bolts & supplied with rim-fixed strike plate

Gate type: Suitable for metal box section gates, 30-60mm profiles (120mm w/ XL latchbolt S311B)

Inside section: Back to back keypads (BL3130 /BL3130DKO models) or internal paddle handle
(BL3100 /BL3100DKO models)

176mm fixing centres
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(866) 951 -9370

sales@independentsecuritypartners.com




