The new series of compact, marine grade keypads
is ideal for fitting outside to postboxes, delivery
cabinets and other external storage units.

The keypads measure just 110 x 41mm wide and supplied
with both straight and offset cams, allowing fitment to a
wide range of cabinet set ups. The keypad is also supplied
with a preview panel which allows a person to check the
code from the inside, without the need to remove the
lock from the locker. This is coated in our external grade
MG Pro 2 finish, allowing use in environments where
harsh weather and conditions are expected.
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On the door code change

Over 500 code combinations

Cycle tested 50k+

Cam provided for cabinet setups
Non-handed
Preview pane on inside cam

1000 hours salt spray tested

Built-in key override
(BL1700 models)



Series Options

o Horizontally mounted unit (BL1516 ECP /BL1716 ECP)
Keypad and internal cam mechanism both fitted horizontally
to suit applications where vertical keypads cannot fit. A button
insert is supplied to switch between left and right handed setups.

Key Override (BL1706 ECP /BL1716 ECP)
Fitted with a standard euro cylinder override, allowing quick
and easy entry without the need for a code. Ideal for locker
situations where the code may be recoded by numerous people.

Coding change & weather shroud (S101B)
An external shroud, designed to cover up the coding button.
This is designed as an additional step of security against being
recoded. This is an additional part and not supplied as standard.
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BL1716 ECP

change button and built-in key
override

Technical Information

Buttons: 11 buttons; 10 s/steel 6 x 8mm & 1 cast code change button
m Black marine grade external coating (MG Pro 2)
Fixings: 60mm flat bladed spindle & 10-30mm screws

Door type: Suit internal/external lockers, cabinets & post boxes

Door thickness: 2 - 25mm thick

Cams Supplied: 48mm long straight & 47mm long w/ 6mm crank
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